
SOLUTION SPOTLIGHT:

Contact your MIR Continuous Improvement Specialist for 
specific application questions and to receive a quotation.

Custom Engineered Products • Factory Direct Partnerships • Managed Storeroom Programs 
Field Installation Teams • Continuous Improvement Audits and Record-ability Programs 

Reduced Waste Solutions • Increase Productivity Targets • Nationwide Networking
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• ACETAL MPB   +108%                • POLYPROPYLENE MPB   +36%                                                      
• POLYETHYLENE MPB   +77%  

MPB Strength Advantage 
1”- 2” Pitch Modular Belts

•	 Tensile Strength Advantage – Up to 108% 

•	 Sloped Underside – Allows for liquid drainage 
and reduced build-up

•	 Larger Pin Diameters – Offers stiffness and 
longevity + abrasion resistant pin options

•	 Unique Lockpin Design – Easy assembly & 
disassembly

•	 Tapered Belt Hinges  –  Spraying and cleaning 
while idle or in drive

•	 Center Bar  – Offers underside wear surface 
and impact resistance

•	 USDA NSF certification for MPB Closed 2” pitch

•	 Hygienic 2” pitch MPB design principles also for 
1” pitch S-MPB & 2.5” pitch X-MPB series

Benefits of uni MPB, S-MPB & X-MPB

uni MPB Single Link® is a Registered Trademark of Ammeraal Beltech
uni-chains is a Registered Trademark of Ammeraal Beltech Modular A/S

877-MIR-BELT  (877-647-2358)


